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The following paper presents the basis of a Rayleigh magnetic hysteresis model and the examples of its
application for modeling the magnetic characteristics of ferromagnetic materials: ferrites and steels. The presented
model allows one to simulate the shape of a magnetic hysteresis loop of the material for the given value of the
magnetizing field in the so-called Rayleigh region, as well as to calculate basic magnetic parameters of the material
like coercive field, magnetic remanence, and power loss. Four different ferromagnetic materials (two ferrites and two
alloy steels) were chosen for the investigation. Each material was investigated within the range of low magnetizing
fields, corresponding to the Rayleigh region. On the basis of obtained results, modeling of magnetic characteristics
of the investigated materials was performed. Moreover, the range of magnetizing field where the Rayleigh model
can be applied for these materials was investigated based on correlation coefficient between experimental results
and modeling.
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1. Introduction

Modeling magnetic properties of the ferromagnetic ma-
terials is a very important issue in modern physical sci-
ence as well as in technical applications. Ferromagnetic
materials are widely utilized in the electronic and en-
ergy industry. Inductive components containing ferro-
magnetic cores, like transformers, filters, chokes, reso-
nant circuits, etc., are present in almost all modern elec-
tronic devices [1]. At the same time, investigation of
the ferromagnetic materials and their magnetic proper-
ties is an intensively developed field of physical science
with many new results and discoveries published every
year.

There are several approaches to the subject of model-
ing magnetic characteristics of ferromagnetic materials,
especially the magnetic hysteresis phenomenon. Exist-
ing models could be divided in two groups. The first
group are physical models, which are very complex and
connect physical properties of the ferromagnetic mate-
rial with its magnetic characteristics. The most impor-
tant of these models are the Jiles–Atherton model [2–4],
the Harrison model [5, 6] and the Preisach model [7, 8].
Physical models are relatively hard for implementation
because of their complexity and high computing power
required to perform the necessary calculations. The sec-
ond group are simplified technical models describing the
magnetic hysteresis phenomenon with simple mathemat-
ical functions and not considering the physical proper-
ties of the material. For modeling the magnetic hys-
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teresis loop in cores of the transformers, hyperbolic [9]
or logarithmic [10] curves are often utilized. Modeling
of fluxgate sensors is performed with tri-segmental lin-
ear approximation [11] of the magnetic hysteresis loop or
approximation based on arctangent function [12]. The
common feature of these models is lack of consideration
of the physical processes occurring in the material’s struc-
ture during magnetization, which leads to simplification
of the calculations, but limits the possibility of general-
ization of the model. Therefore these models are mostly
utilized in simple technical applications like modeling the
characteristics of inductive devices (transformers, flux-
gate sensors, filters, etc.) with ferromagnetic cores.

Among the mentioned models, the lack of solution
combining the physical approach to the magnetic hys-
teresis phenomenon with low computational complexity
allowing one to perform calculations with a PC rather
than a computational cluster, is clearly observable. The
possible solution to this issue is utilization of the so-called
Rayleigh magnetic hysteresis model [13], which approx-
imates the dependence between the magnetic flux den-
sity within the material and the magnetizing field with a
parabolic curve. Despite its simplicity, parameters of the
Rayleigh model are strongly correlated with the physical
properties of the material, which leads to a much more
accurate representation of the magnetic hysteresis phe-
nomenon than in the case of technical models. On the
other hand, the computational complexity of the model
is very low and calculations can be performed even with
an ordinary PC. However, the range of applicability of
the Rayleigh model is limited to the relatively low values
of the magnetizing field. For higher fields the dependence
between the magnetic flux density and the magnetizing
field loses its initial parabolic character.
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The paper presents the basis of the Rayleigh hystere-
sis model and the examples of its application for mod-
eling the magnetic characteristics of the ferromagnetic
materials: ferrites and steels. All materials were inves-
tigated with a special measurement system and, on the
basis of the obtained results, modeling was performed.
Moreover, the range of the magnetizing field where the
Rayleigh model can be applied for these materials was
investigated based on the correlation coefficient between
experimental results and modeling.

2. The Rayleigh hysteresis model
The Rayleigh hysteresis model is the first historical ap-

proach to modeling a magnetic hysteresis phenomenon.
It was proposed by British physicist Lord John Rayleigh
in 1887 [14]. Rayleigh was observing the behavior of iron
and steel under the influence of low magnetizing fields.
The performed experiment allowed him to develop the
description of the magnetic hysteresis phenomenon based
on the assumption of parabolic dependence between mag-
netic flux density of the ferromagnetic material (or mag-
netization of the material [15]) and the magnetizing field.
Rayleigh described this dependence with a second order
polynomial equation, introducing two coefficients charac-
terizing the ferromagnetic properties of the material: ini-
tial relative magnetic permeability µi and the so-called
Rayleigh coefficient αR.

The initial permeability µi is connected with the linear
increase of the magnetic flux density within the volume
of the material under the influence of an increasing mag-
netizing field. It is an especially significant phenomenon
for relatively low magnetizing fields. On the other hand,
for stronger magnetizing fields, the linear dependence
is covered by stronger, nonlinear effects. These effects
are resulting in deformation of the magnetic flux den-
sity waveform from the original shape of the magnetizing
field waveform. Rayleigh stated that these effects can
be approximated with second order polynomial depen-
dence, where Rayleigh coefficient αR is a parameter of
the equation.

Taking all this into account, Rayleigh formulated the
second order equation, known as the Rayleigh law of mag-
netization, describing the initial magnetization curve of
the ferromagnetic material [14]:

B(H) = µ0µiH + µ0αRH
2, (1)

where B is the magnetic flux density, H is the magne-
tizing field and µ0 is the magnetic permeability of free
space. The equation is based on the assumption of lin-
ear dependence between relative magnetic permeability
µ and magnetizing field [15]:

µ(H) = µi + αRH. (2)
On the basis of Eq. (1), Rayleigh developed the model
of the magnetic hysteresis phenomenon, where a hystere-
sis loop is approximated with the two symmetrical, in-
tersecting parabolic curves. This approximation results
in the lenticular shape of the modeled hysteresis loop,
with the intersection points of parabolic curves being ver-
tices of the hysteresis loop. The Rayleigh hysteresis loop

is described with the system of two second order equa-
tions [14]:

B(H) = µ0[(µi + αRHm)H +
αR

2
(H2

m −H2)], (3)

B(H) = µ0 [(µi + αRHm)H − αR

2
(H2

m −H2)], (4)

where Hm is the maximum value of the magnetizing field
(amplitude of the magnetizing waveform). Equation (3)
describes upper, decreasing branch of the loop, while
Eq. (4) refers to a lower, increasing branch.

The Rayleigh law of magnetization and equations de-
scribing the Rayleigh hysteresis loop creates the possi-
bility to calculate values of basic magnetic parameters of
the material like maximum value of magnetic flux density
Bm, coercive field Hc, magnetic remanence Br and power
losses PH in certain volume of the material. All calcu-
lations are based on the given value of the magnetizing
field amplitude Hm.

Maximum magnetic flux density Bm is given with
Eq. (1), where the value of the maximum magnetizing
field Hm is substituted for the value of the magnetizing
field H. This leads to the conclusion that vertices of the
Rayleigh hysteresis loop given by the pair of values (Hm,
Bm) are consistent with the Rayleigh law of magnetiza-
tion.

Coercive field Hc for the given value of the magnetiz-
ing field amplitude Hm is given as a positive root of the
second order polynomial function describing the increas-
ing branch of the Rayleigh hysteresis loop (Eq. (4)):

B(H = Hc) = µ0[(µi + αRHm)Hc

−αR

2
(H2

m −H2
c )] = 0. (5)

The value of the coercive field Hc is given with the equa-
tion

Hc =

−(µi + αRHm) +
√
(µi + αRHm)2 + α2

RH
2
m

αR
. (6)

Magnetic remanence Br for the given value of the magne-
tizing field amplitude Hm can be calculated by substitu-
tion of the zero value of the magnetizing field (H = 0) to
the equation describing decreasing branch of the Rayleigh
hysteresis loop (Eq. (3)), which leads to the equation

Br =
αR

2
µ0H

2
m. (7)

Power loss PH in the certain volume of the material
is connected with the surface area of the hysteresis
loop [15]:

PH = fVe

Bm∫
0

H dB, (8)

where f is frequency of the magnetizing field waveform
and Ve is an effective volume of the ferromagnetic ma-
terial. The integral operation is usually performed with
numerical algorithms. However, as in the Rayleigh model
functions describing the hysteresis loop are analytically
integrable, it is possible to determine analytical formula
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describing the dependence between power loss and am-
plitude of the magnetizing field

PH = 4
3
fVeµ0αRH

3
m. (9)

While for a high magnetizing field, the Rayleigh model is
not satisfactory because of low correlation between hys-
teresis loop and parabolic curves, this model is a very
good approximation of the hysteresis loop obtained for
low magnetizing fields, in many cases lower than the sat-
uration coercive field. For such fields, the hysteresis loop
exhibits a lenticular shape, which could be well approxi-
mated with two intersecting parabolic curves.

3. Investigated materials

During the performed experiment, four ferromagnetic
materials were investigated. Two of them were fer-
rites, ceramic materials chemically composed of iron ox-
ide Fe2O3 and one or more metallic elements [16]. The
metallic components of investigated ferrites were nickel
(Ni) and zinc (Zn). Chemical composition of the materi-
als as well as their magnetic parameters in saturation re-
gion (measured for the magnetizing field amplitude from
saturation region) are presented in Table I.

TABLE I
Chemical compositions and their Magnetic parameters of
the investigated ferrite materials: Ni0.36Zn0.64Fe2O4 (A)
and Ni0.36Zn0.67Fe1.97O4 (B) measured in the saturation
region.

Material A B

average density [mg/m3] 5.08 5.05
maximum magnetic flux density [T] 0.325 0.260
coercive field [A/m] 45 95
magnetic remanence [T] 0.120 0.087
initial magnetic permeability [–] 600 250

TABLE II

Investigated alloy steels with international symbols [17]
and magnetic parameters measured in the saturation
region.

X30Cr13 13CrMo4-5
alloying elements [-] Cr Cr, Mo
maximum magnetic flux density [T] 1.280 1.590
coercive field [A/m] 785 670
magnetic remanence [T] 0.940 1.245
initial magnetic permeability [–] 100 80
The second group of investigated materials were con-

structional alloy steels utilized in the energy industry. In
Table II, investigated steels are listed with their interna-
tional symbols according to the [17] and basic magnetic
parameters in the saturation region.

All investigated materials were formed into ring-
shaped cores. On the basis of their geometric dimen-
sions, the values of the effective magnetic flow path of the
magnetic flux within the core and effective cross-sectional
area of the core were calculated for each sample, which
was necessary to properly measure their magnetic char-
acteristics and parameters. On each core, two sets of

windings were made: magnetizing and sensing, which al-
lowed us to perform the investigation.

4. Experimental results and modeling
The investigation was performed with hysteresisgraph

HB-PL30 developed at Warsaw University of Technology.
Several magnetic hysteresis loops were measured with the
increasing value of the magnetizing field amplitude Hm

for each material. The frequency of the magnetizing field
for ferrite materials was 1.0 Hz and for steel materials
0.1 Hz. On the basis of obtained initial magnetization
curves, coefficients of the Rayleigh equation were deter-
mined for each investigated material by a second order
polynomial curve fitting given with the general equation

Bm = aH2
m + bHm, (10)

where a and b are coefficients of the equation. This fitting
allows one to calculate values of the Rayleigh coefficient
αR and initial relative magnetic permeability µi:

αR =
a

µ0
, µi =

b

µ0
. (11)

The determined coefficients are presented in Table III.
All calculations were performed with free, open-source
GNU Octave 4.0.0 software.

Calculated coefficients allow one to model the shape of
the hysteresis loop for a given value of the magnetizing

TABLE III
Coefficients of the Rayleigh equation determined for in-
vestigated materials.

Material µi [–] αR [m/A]
Ni0.36Zn0.64Fe2O4 644.2 10.45
Ni0.36Zn0.67Fe1.97O4 285.1 1.90
X30Cr13 69.1 0.16
13CrMo4-5 63.7 0.79

Fig. 1. Measurement and modeling results obtained
for Ni0.36Zn0.64Fe2O4 ferrite material: (a) selected hys-
teresis loops (Hm = 32, 56, and 80 A/m), (b) R2 de-
termination coefficient dependence on magnetizing field
amplitude Hm.
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Fig. 2. Measurement and modeling results obtained
for Ni0.36Zn0.67Fe1.97O4 ferrite material: (a) selected
hysteresis loops (Hm = 64, 112, and 160 A/m), (b) R2

determination coefficient dependence on magnetizing
field amplitude Hm.

Fig. 3. Measurement and modeling results obtained
for X30Cr13 steel: (a) selected hysteresis loops (Hm =
170, 396, and 546 A/m), (b) R2 determination coeffi-
cient dependence on magnetizing field amplitude Hm.

field amplitude Hm with the system of Eqs. (3) and (4).
In Fig. 1 and Fig. 2 the results of measurements and mod-
eling for both investigated ferrite materials are presented.
For each material a family of selected measured hystere-
sis loops is presented along with modeling results (Fig. 1a
and Fig. 2a). For each measured value of the magnetiz-
ing field amplitude Hm, the R2 determination coefficient
between measurement results and modeling results was
calculated. The dependence of the R2 coefficient on the
magnetizing field amplitude Hm for each ferrite material
is also presented in Fig. 1b and Fig. 2b. For both dis-
cussed materials it is clearly seen that above some value

Fig. 4. Measurement and modeling results obtained
for 13CrMo4-5 steel: (a) selected hysteresis loops
(Hm = 150, 300, and 400 A/m), (b) R2 determina-
tion coefficient dependence on magnetizing field ampli-
tude Hm.

of the Hm, the model is no longer satisfactory, which is
expressed by the rapidly decreasing value of the R2 coef-
ficient. However, for low values of magnetizing field am-
plitude Hm the Rayleigh model approximates hysteresis
loop well.

The measurement and modeling results obtained for
the investigated steel materials are presented in Fig. 3
and Fig. 4. Again it can be observed that for higher
values of the magnetizing field amplitude Hm there is a
significant decrease of the R2 coefficient value while for
lower fields the value of the coefficient remains on the
satisfactory level above 0.9.

On the basis of the determined coefficients of the
Rayleigh model, it is also possible to model the basic
magnetic parameters of ferromagnetic materials. Coer-
cive field Hc, magnetic remanence Br and power loss in
the certain volume of the material PH are calculated ac-
cording to Eqs. (6), (7), and (9), respectively. Figure
5 presents the results of measurement and modeling of
basic magnetic parameters for both investigated ferrite
materials. Calculated curves are characterized by a rel-
atively high value of R2 coefficient, which confirms the
applicability of the model.

Figure 6 presents results of measurement and modeling
of the basic magnetic parameters of the investigated steel
materials. Obtained values of R2 determination coeffi-
cient are slightly lower than for ferrite materials but still
remain on the satisfactory level over 0.9 in most cases.
Thus it can be stated that the Rayleigh model is also
applicable for steel materials.

For each investigated material, the range of the mag-
netizing field amplitude Hm, where the Rayleigh model
can be applied, was determined on the basis of values
of an R2 determination coefficient between experimen-
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tal results and modeling calculated for Rayleigh hystere-
sis loops of increasing amplitude (presented in Fig. 1b,
Fig. 2b, Fig. 3b, and Fig. 4b). The value of magnetizing
field amplitude, where a significant decrease of R2 coeffi-
cient starts to occur, was treated as the limit of magne-
tizing field HL of the Rayleigh model applicability. For

each investigated material, determined values of the limit
of magnetizing field HL were compared with the values
of the saturation coercive field HCS given in Table I and
Table II. The ratio of the limit of the magnetizing field
HL to the saturation coercive field HCS was calculated.
Results are presented in Table IV.

Fig. 5. Results of measurement and modeling of magnetic parameters of investigated ferrite materials: (a) coercive
field Hc, (b) magnetic remanence Br and (c) power loss PH of the Ni0.36Zn0.64Fe2O4 ferrite, (d) coercive field Hc,
(e) magnetic remanence Br and (f) power loss PH of the Ni0.36Zn0.67Fe1.97O4 ferrite.

Fig. 6. Results of measurement and modeling of magnetic parameters of investigated steel materials: (a) coercive
field Hc, (b) magnetic remanence Br and (c) power loss PH of the X30Cr13 steel, (d) coercive field Hc, (e) magnetic
remanence Br and (f) power loss PH of the 13CrMo4-5 steel.
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TABLE IV

Evaluation of the Rayleigh model applicability for model-
ing magnetic characteristics of investigated ferromagnetic
materials: HL — limit of magnetizing field, R2∼HL —
correlation coefficient R2 corresponding to HL, HCS —
saturation coercive field.

HL R2 ∼ HL HCS HL/HCSMaterial
[A/m] [–] [A/m] [–]

Ni0.36Zn0.64Fe2O4 68 0.991 45 1.51
Ni0.36Zn0.67Fe1.97O4 124 0.979 95 1.31
X30Cr13 472 0.976 785 0.60
13CrMo4-5 350 0.983 670 0.52

On the basis of presented results it can be observed
that for ferrites the range of applicability of the Rayleigh
model is significantly higher than the saturation coercive
field (HL = (1.3÷ 1.5)HCS). For steel the range is much
lower than the saturation coercive field (HL = (0.5 ÷
0.6)HCS).

5. Conclusion

The presented model allows to simulate the shape of
the magnetic hysteresis loop of the material for a given
value of the magnetizing field, as well as to calculate ba-
sic magnetic parameters of the material. The results of
modeling are characterized by high correlation with ex-
perimental data expressed by a high value of the R2 de-
termination coefficient between measurement results and
modeling.

During the performed experiment, it was confirmed
that for a high magnetizing field the Rayleigh model is
not satisfactory because of low correlation between the
hysteresis loop and parabolic curves. However, for low
magnetizing fields, about (1.3÷1.5) of saturation coercive
field for ferrite materials and (0.5 ÷ 0.6) of a saturation
coercive field for steel materials, the Rayleigh model is a
very accurate approximation of the hysteresis loop.

The obtained results presented in the paper indicate
the possibility of application of the Rayleigh hystere-
sis model in certain technical applications, like SPICE
modeling of the inductive components with ferromagnetic
cores.
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